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HOLE FOR 4"x 4"
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[~=— W00D POST

~at—— BACKFILLED
MATERIAL

NOTE:

TREATED WOODEN POST TO BE PLACED IN
PRE-DUG HOLE IN GROUND. BACKFILLED
USING SUITABLE MATERIAL AND TAMPED
THOROUGHLY TO PROVIDE A RIGID SUB-
SURFACE CONDITION AROUND THE POST.

" "

TYPICAL FOUNDATION FOR WOOD SUPPORTS

DIRECTION
OF TRAFFIC
POST HOLE DIA.
WIDER SIDE —=| |=— W0OD POST MODIFICATIONS SIZE CIN)
OF POST FOR BREAKAWAY FEATURE 1% 1° —
14”x 6" 11,
6”x 6" 2
e r 3" 3
SIGN FACE

~=— W0OOD POST

NOTES:

1. ALL WOOD POSTS LARGER THAN 4“x 4"
SHALL BE DRILLED WITH TWO HOLES
CENTERED 4" AND 18" ABOVE
THE GROUNDL INE AND PERPENDICULAR
TO THE ROADWAY.

2. WOOD POSTS SHOULD NOT BE MODIFIED

CKFILLED—/

TERIAL

WOOD POST MODIFCATIONS

= BY DRILLING HOLES WHEN: THE POSTS
ARE PROTECTED BY PHYSICAL TRAFFIC
%\ BARRIERS WITH THE PROPER MINIMUM
4 ; \_ Dra. GROUNDL INE DEFLECTION DISTANCE PROVIDED.
/ TRAFFIC BARRIER OFFSET TO SIGN EDGE

W-BEAM TRAFFIC BARRIER
3-STRAND CABLE
CONCRETE JERSEY BARRIER
BARRIER CURB

FROM RAIL FACE
11'- 6"

2' FROM FACE

2' MIN.

6’ MIN. PREFERABLE

FOR BREAKAWAY FEATURE

SPECIFICATION | CATEGORY CODE ITEMS
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